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Office Address: Room 323, Building A, Shengye Space, NO. 52 Tiezai Road, Gongle
Community, Xixiang Street, Bao'an District, Shenzhen City, Guangdong Province, CHINA.
Factory Address: Room 703, NO.2 Building, NO. 248 Daxing Road, Yangwu Village, 
Dalingshan County, Dongguan City, Guangdong Province, CHINA.

◆ Watts: 80W / 100W / 150W / 200W / 240W;

◆ 3030/2835 LED chip, lens in small square shape, 
         High light efficiency 130-200lm/W, perfect CRI,
    low light glare;

◆ integrated ADC12 die-casting aluminum heatsink

     + tempered glass;

◆ 30°/60°/90°/120° (symmetrical light);

 140*70° (T1) / 70*150°(T2)

 150*80° (T3) / 50*140°(T4)

 140*140° (T5)

◆ Scale display, angle-adjustable bracket, 

    anti-fog ventilation holes. 

Application:
LED floodlights are widely used in schools, airports, ports, 

docks, sports facilities, community stadium buildings,

squares, high-speed pole lights, large outdoor facilities.
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Model NO.

Input Power

100-277VAC

50/60Hz

≥ 0.95

<10%

<8%

3000-6500K

80/70Ra

PC

IP65

IK08

130-200Lm/W ± 10%

2.70kgs

3.20kgs

336*290*53mm

53*32*37cm / 1pcs

80W 100W 150W 200W 240W

3.50kgs

4.30kgs

390*320*53mm

53*35*42cm / 8pcs

30°/ 60°/ 90°/ T2/ T3/ T4

2.70kgs

3.20kgs

336*290*53mm

53*32*37cm / 8pcs

4.30kgs

5.20kgs

433*353*58mm

46*38*46cm / 6pcs

5.30kgs

6.50kgs

483*385*60mm

41*39*52cm / 5pcs

Input Voltage(V)

Input Frequency

Power Factor

Driver Brands

THD

Ripple Current

Surge Protection

LED Chip Brands

Color Temperature

CRI

Beam Angles

Optional Accessories

Lamp Body Materials

Lamp lens Materials

IP Grade

IK Grade

Light Efficiency

Net Weight 

Gross Weight

Lamp Size

Package Size

GM-TG100W-D GM-TG150W-D GM-TG200W-D GM-TG240W-D

 Meanwell

20/10KV (optional)

Philips 3030/2835

customizable / light sensor /dimmable / intelligent control

ADC12 aluminum alloy

GM-TG80W-D
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