
LED Flood Lights-B

Application:

Shenzhen GangMing OPTO CO., LTD

◆ 50W / 100W / 150W / 200W / 300W / 400W;

◆ ETL / CE / RoHS / IP65 approved;

◆ Meanwell driver + Philips / OSRAM / Cree LED chip;   

◆ High lumen 110lm-120lm/W

◆ Imported materials made PC lens;

◆ 1060 fin heat sink, modular air convection heat dissipation

◆ Customizable: light control / 0-10V / DALI smart dimming

/timing dimming/dual color temperature/Emergency lighting

/intelligent PLC wireless control to reduce the "black and

white hole" effect;

◆ 3-5 years warranty.

LED flood lights are widely used in various tunnels, 

underground passages, underground culverts, schools,

airports, ports, wharf, sports venues, squares, high-speed

high poles, large outdoor, viaduct, and other lighting places.
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Address: 12F, An Tai He Industrial Building, NO. 2 Fu Rong Seven Street,
Fu Rong Industrial Park, Xin Qiao Village, Sha Jing Town, Bao’an District,
Shenzhen, 518104, China.
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Shenzhen GangMing OPTO CO., LTD

Model NO. GM-TL-50W-B GM-TL-100W-B GM-TL-150W-B GM-TL-200W-B GM-TL-300W-B GM-TL-400W-B

Input Power 50W 100W 150W 200W 300W 400W

Input Voltage(V)

Input Voltage(V) 100-277VAC

Input Frequency 50/60Hz

Power Factor ≥0.95

Driver Brands Meanwell/Philips/Inventronics/Osram

Surge Protection 4/6KV (can add 20KV)

LED Chip Brands

Color Temperatures 3000-6000K

CRI ≥Ra80

Beam Angles 30°/ 60°/ 90°/ 120°/ T2/ T3/ T4°

Optional Accessories

Lamp Body Materials

Lens Materials PC

IP Grade

Ik Grade IK08

Light Effect 145Lm/W ±10%

Net Weight

Gross Weight

Product Size

Package Size

°°

Philips/CREE/Osram
3030*64pcs

Lightning protection, emergency lighting, control system, dual color temperature

1060 Fin Heat-sink

Philips/CREE/Osram
3030*128pcs

Philips/CREE/Osram
3030*192pcs

Philips/CREE/Osram
3030*256pcs

Philips/CREE/Osram
3030*384pcs

Philips/CREE/Osram
3030*512pcs

315*193*130mm

33*21*22cm/2pcs

2.00kgs/1pc

2.70kgs/1pc

315*238*130mm

34*25*16cm

3.20kgs

3.80kgs

315*283*130mm

34*30*16cm

4.50kgs

5.20kgs

315*373*130mm

39*34*16cm

5.80kgs

6.40kgs

600*283*130mm

64*33*16cm

7.50kgs

8.70kgs

600*360*130mm

64*43*16cm

10.50kgs

11.50kgs
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